MOBILE FALL PROTECTION MATRIX

TRIREX Models
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MODEL [TR-000-01-20 TR-000-02-20 TR-000-03-20 | R-2000-01-20 R-2000-02-2£) R-2000-03-2)0 EU-000-18 EU-000-01-18 EU-000-02-18] SBR-0000-23 | XBR-0000-23] SG-000-09 | MODEL
APPLICATION Low Slopes O 2 Sldp2 Low Slopes O 2 Sldp2 Steep Slope | APPLICATION
DIMENSIONS (L x W x H - inches) 80 x 50 x 57 80 x 50 x 57 64 x 30 x 21 64 x 30 x 46 52 x35x43]60x30x29] 75x30x44 | DIMENSIONS (L x W x H - inches)
WEIGHT (lbs) 998 1075 1128 763 840 893 605 705 1035 643 527 515’ WEIGHT (lbs)
FALL ARREST CAPACITY 3 3 3 2 2 2 2 2 2 2 1 6 FALL ARREST CAPACITY
FALL RESTRAINT CAPACITY 2 2 2 2 2 2 = = - 1 - - FALL RESTRAINT CAPACITY
20 cu ft JOB BOX 1 1 2 1 1 2 - - - - - - 20 cu ft JOB BOX
10 cu ft JOB BOX - 1 - - 1 - - - - - - - 10 cu ft JOB BOX
4.6 cu ft JOB BOX - - - - - - - 1 1 - - - 4.6 cu ft JOB BOX
NO ASSEMBLY REQUIRED 2 v v v v v v v v v v v v NO ASSEMBLY REQUIRED 2
RATCHET LOCKING ENGAGEMENT ARM v v v v v v v v v v v - RATCHET LOCKING ENGAGEMENT ARM
MATERIAL RACK v v v v v v OPTI ONALY v - - - MATERIAL RACK
FLAT-FREE TIRES v v v v v v v v v v v v FLAT-FREE TIRES
LOCKING FRONT AXLE v v v v v v v v v v - - LOCKING FRONT AXLE
REMOVABLE FRONT HANDLE v v v v v v v v v - = - REMOVABLE FRONT HANDLE
LOCKING JOB BOX v v v v v v OPTI ONALY v - - - LOCKING JOB BOX
DETACHABLE MOBILE DOLLY - - - - - - - - - - - - DETACHABLE MOBILE DOLLY
REMOVABLE COUNTERWEIGHTS - - - - - - OPTI ON@PTI ONALY v v 7 REMOVABLE COUNTERWEIGHTS
COMPATIBLE WITH ACCESSORIES COMPATIBLE WITH ACCESSORIES
RAPTOR RESCUE v v v v v v = = = v = - RAPTOR RESCUE
SRL GUIDE TRAY v v v v v v = = = - - - SRL GUIDE TRAY
RAPTOR ALERT v v v v v v - - - - - - RAPTOR ALERT
ATTACHMENT POINT RESTRICTOR v v v v v v > > > v - = ATTACHMENT POINT RESTRICTOR
I.C.E. PLATFORM v v v v v v - - - - - - I.C.E. PLATFORM
VINYL COVER v v v v v v v v v v v = VINYL COVER
APPROVED SUBSTRATES * APPROVED SUBSTRATES *
CONCRETE v® v® v v v© v© . . v v b = CONCRETE
METAL DECKING v v v v v v v v v v 4 - METAL DECKING
STRUCTURAL LIGHTWEIGHT CONCRETE v v v v v v v v v v 4 - STRUCTURAL LIGHTWEIGHT CONCRETE
TOPSOIL - COMPACTED v v v v v v v v v v 4 - TOPSOIL - COMPACTED
GRAVEL - COMPACTED v v v v v v v v v v e - GRAVEL - COMPACTED
ASPHALT PAVEMENT v v v v v v v v v v 4 - ASPHALT PAVEMENT
PANELIZED SLAB FORMWORK v v v v v v v v v v e - PANELIZED SLAB FORMWORK
GYPSUM DECK v v v v v v v v v v 4 - GYPSUM DECK
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Water should be emptied from holding tank before transporting.
For a full list of approved substrates, use, and limitations, refer to individual production instruction manual.
Maximum number of users in fall arrest is reduced to two (2).
Maximum number of users in fall arrest is reduced to one (1).

1715 Ib Operational Weight when properly filled with water for ballast.
Mobile fall carts are shipped with tires removed to prevent tire damage.

SAFETY BULL Models SABER |X-CALIBUR SAFETY GATOR
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I.C.E. Platform shown on TriRex

888.990.2990

Raptor Rescue shown on TriRex SRL Tray shown on TriRex Raptor Alert shown on TriRex Attachment Point Restrictor shown on TriRex
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